
BURNER SETUP- SUMMARY             Unit~
(Following Unit 2 Fall Outage with flame stabilizer addition, new register setup,
air flow balancing and fuel flow balance}

OUTER REGISTERS

Door Positions-

12/1/91 AEN

All outer register doors set 11.25 inches open

Oatez: I~egister Door [~ositioning

~~n 40 deg

Opening ii.25" ~

Shroud Positions-

INNER REGISTERS

Door Positions-

Backplate Positions-

All shrouds to outer registers open the following widths (inches)

E
A
F
B

D
H
C
G

5.26
5.54
5.86
6.52

6.63
5,15
5.42
6.27

2
6.08
5.98
6.271
7.51

6.55
5.64
5.85
5.76

3
6.46
5.73
6.25
6.93

6.57
4.63
5.84
6.25

4
5.91
5.90
6.40
7.13

5.45
4.42
6.01
5.87

5
5.99
5.64
6.26
6.82

6.11
4.19
5.80
5.72

6
5.79
5.29
6.71
7.58

6.34
4.75
5.39
6.03

All spin vane doors full open (100%)

All backplates to the inner air zones open the following widths (inches)

1 2 3 4 5 6
E 5.80 5.31 5.57 4.38 4.30 4.35
A 5.42 6.28 5.25 4.04 3.90 4.65
F 5.80 5.65 4.95 5.21 4.48 4.60
B 7.11 7.24 7.22 5.04 4.95 5.69

D 4.26 4.45 4.941 4.79 5.74 5.06
H 4.20 4.33 5.21 4.57 5.48 5.86
C 4.05 3.93 4.15 4.74 9.14 5.01
G 4.21 4.33 3.8 5.61 5.62 6.18
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